





Test & Measurements

VFL-22M Mini Visual Fault Locator

©® Pocket design, mini size

@ Strong light source, strong penetrating power
® Silicone dust cap, not easy to break

® Measuring up to 25km, high stability

©® With LED lights for dark environment

© Lithium battery USB-charging, safety and
convenience

% Measuring distance depends on factors such as optical fiber
bending, connector, quality, etc.

2.5mm Universal Connector
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VFL-22P Pen Type Visual Fault Locator

® Metal material, small and practical

@ Silicone dust cap, not easy to break

©® Measuring up to 25km, high stability

@ 40h Continuous work

@ Imported laser chip, strong and stable light source

@ Hidden button, prevent accidental touch

% Measuring distance depends on factors such as optical fiber
bending, connector, quality, etc.

2.5mm Universal Connector
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Test & Measurements

OPM-22/22V Mini Optical Power Meter

® Pocket design, mini size

® Accurate measurement =0.2 dB
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® Network test, judge signal transmission

@ VFL with 10mW (Only for OPM-22V)

@ Lithium battery USB-charging/AA Batteries (optional)
® With LED lights for dark environment

@ Continuous use 60h (only in optical powermeter mode)

® Automatic wavelength memory, 7 wavelengths
(850/980/1300/1310/1490/1550/1625nm)
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OLS-22 Mini Optical Light Source

® Wavelength: 1310nm+1550nm

® Deft appearance, compact structure, easy to carry
@ Simple and practical operation @
@ Ergonomic design, one hand operation
@ Pocket design, mini size

® Equipped with led light, can work stable in the dark

® Continuous output, three modulation frequencies
(270Hz/1kHz/ 2kHz)
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Accessories

JBL-23 Optical Fiber Cleaver Blade

@ Tungsten steel refining and processing

® Cleave angle<0.5°
® Durable, up to 48000 cleaves
® Rotatable 24 cutting points, per point
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Featured material Sharp blade Durable
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Diameter 22*4*3.2mm

Tungsten steel
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* (@D Blade life changes by operating environment

JL-ELE-N Electrodes for Fiber Fusion Splicer
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@ Tool-less electrodes replacement

@ Sstable discharge 3000-5000 times

@ Sharp top, uniform discharge, easy splicing
@ The tail is made of high temperature resistant insulation material

® Imported tungsten steel material, high hardness, no deformation

® Hanging hole design, convenient offline platform,
agent, store sales
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Tool-less electrodes Imported Hanging .

replacement tungsten steel hole design
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Contact us

Nanjing Jilong Optical Communication Co, Ltd.

Address: 12F, Changfeng Technology Building 2, NO.14Xinghuo Rd,
Pukou District Nanjing City 210032, China

Tel: +86 25 58880885

Mail: info@jilongot.com

Web: www.JILONGOT.com

Official Website




